
� Channel data rate up to
11 Gbit/s

� Fully flexible "any-to-
any" color/fiber/budget
choice for each port on
each channel because of
standard SFP or SFP+
use

� Selection of multi-mode,
single-mode, WDM,
CWDM or DWDM for
each port individually

� Fully protocol
transparent

� Support of Link Pass
Through

� Power Supply for
100-240V AC 
or -48V DC

� Option: Redundant
Power Supply

systems

ghip systems GmbH
Wandsbeker Koenigstrasse 50

22041 Hamburg, Germany
Tel. +49 (0)40 65729818
Fax +49 (0)40 65729819

E-mail: sales@ghipsystems.com
Web: http://www.ghipsystems.com

Ä ghip systems GmbH 2010 Specifications defined here are subject to change without prior notice.04/2010

Highlights

The modular CONV 2004 is a flexible fiber
optic converter and repeater. It has four
independent channels that allow a data
rate of up to 11 Gbit/s. 
Signal regeneration (re-amplification and
re-shaping) on each channel is included.

The chance to complete any port of each
channel with individually selectable fiber
optic SFP or SFP+ modules makes it

suitable for use in a wide range of applications. 
This device supports SFP modules with up to 4 Gbps and SFP+ modules with up to 11
Gbps. 

Due to its power supply and fan redundancy, this device is also well-prepared for use in
environments with demand for high reliability. 

Application Examples

modular CONV 2004
Flexible SFP/SFP+ Fiber Converter

� "Any-to-any" Fiber Optic Converter
� Fiber Optic 2R Repeater for Long Distance Transmission
� Color Generator for passive CWDM/DWDM Systems

The modular CONV converting four
Independent applications each  with 
1310 nm to CWDM color scheme

The modular CONV working as a
Fiber Optic 2R Signal Regenerator for

four fiber optic lines




